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Lightsource Test Report (1/2)

Product Infomation
Product Type: 46#10 Product Number: 2

CIE Colorimetric Parameters
Chromaticity coordinates: x=0.3138 y=0.3246 u(u')=0.2003 v=0.3107 v'=0.4661

CCT: Tc=6480K (duv=0.00035) Color Ratio: R=0.125 G=0.836 B=0.039
Peak Wavelength: 449.2nm Half Bandwidth: 24.4nm

Dominant Wavelength: 485.7nm Color Purity: 0.073

CRI: Ra= 72.7 TM30: Rf= 68, Rg= 95

R1 =72 R2 =75 R3 =75 R4 =74 R5 =73 R6 =66 R7 =81 R8 =65
R9 =-16 R10=39 R11=71 R12=42 R13=72 R14=85 R15=70

Color Quality Scale: Qa= 70.5, Qf= 69.0, Qp= 74.8, Qg= 90.8

Q1 =83 Q2 =92 Q3 =61 Q4 =54 Q5 =67 Q6 =72 Q7 =78 Q8 =87
Q9 =87 Q10=70 Q11=64 Q12=67 Q13=71 Q14=63 Q15=71
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Luminous Flux: 3478.61 Im Efficiency: 70.02 Im/W Radiant Power: 11.125 W
EEI: 0.19 Energy Efficiency Class: A (EU 874-2012)
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Photometric Parameters

Electric Parameters

Voltage: 12.06V Current: 4.1200A Power: 49.68W
Power Factor: 1.0000 Frequency: 0.00Hz
Test Infomation
Scan Range: 380~800:1nm Photometric Method: sphere-spectroradiometer
Stabilization Time: 20 Sec Photometric Condition: Sphere diameter: 1.50m, 47T
Max of Signal: 44826 (3281) CCD Integration Time: 88.53 ms
Condition: Tx:31.1'C, Ti:28.9'C, R.H.:60% Test Device: Inventfine CMS-2S (Plus)
Test Lab: Test Time: 2020-04-28 17:19:44

Operator: Inspector:
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Lightsource Test Report (2/2)

WL(nm) PL PE(mW/nm) WL(nm) PL PE(mW/nm) WL(nm) PL PE(mW/nm)
380 0.0011 0.1273 525 0.4378 50.7542 670 0.1116 12.9408
385 0.0021 0.2481 530 0.4695 54.4316 675 0.0994 11.5209
390 0.0052 0.5988 535 0.4896 56.7672 680 0.0884 10.2462
395 0.0018 0.2087 540 0.5040 58.4268 685 0.0794 9.2092
400 0.0035 0.4083 545 0.5104 59.1798 690 0.0702 8.1384
405 0.0082 0.9504 550 0.5110 59.2495 695 0.0625 7.2458
410 0.0216 2.4987 555 0.5133 59.5094 700 0.0554 6.4184
415 0.0476 5.5134 560 0.5077 58.8586 705 0.0492 5.7038
420 0.0989 11.4656 565 0.5025 58.2561 710 0.0431 4.9949
425 0.1890 21.9084 570 0.4920 57.0449 715 0.0379 4.3884
430 0.3115 36.1154 575 0.4804 55.6944 720 0.0338 3.9215
435 0.4767 55.2648 580 0.4644 53.8453 725 0.0296 3.4280
440 0.6809 78.9448 585 0.4478 51.9120 730 0.0266 3.0889
445 0.9031 104.6981 5900 0.4286 49.6932 735 0.0241 2.7915
450 0.9950 115.3542 595 0.4093 47.4531 740 0.0194 2.2466
455 0.7728 89.5996 600 0.3880 44.9806 745 0.0182 2.1049
460 0.5003 58.0087 605 0.3657 42.3928 750 0.0153 1.7780
465 0.3486 40.4178 610 0.3425 39.7103 755 0.0146 1.6881
470 0.2406 27.8957 615 0.3182 36.8937 760 0.0143 1.6566
475 0.1674 19.4100 620 0.2951 34.2122 765 0.0087 1.0094
480 0.1271 14.7313 625 0.2722 31.5555 770 0.0070 0.8140
485 0.1104 12.7980 630 0.2506 29.0536 775 0.0094 1.0933
490 0.1110 12.8719 635 0.2282 26.4550 780 0.0079 0.9194
495 0.1315 15.2466 640 0.2094 24.2719 785 0.0050 0.5848
500 0.1696 19.6574 645 0.1889 21.8991 790 0.0056 0.6471
505 0.2222 25.7620 650 0.1703 19.7443 795 0.0049 0.5670
510 0.2827 32.7732 655 0.1537 17.8211 800 0.0050 0.5824
515 0.3430 39.7680 660 0.1386 16.0689
520 0.3969 46.0211 665 0.1249 14.4760

Condition: Tx:31.1'C, Ti:28.9'C, R.H.:60% Test Device: Inventfine CMS-2S (Plus)

Test Lab: Test Time: 2020-04-28 17:19:44

Operator: Inspector:



